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Low voltage joint kits

EN 60684

R E L E V A N T S TA N D A R D

The set consists of 3, 4 or 5 pcs core insulating, medium wall heat shrink tube with glue and 1 pc outer 
covering, medium wall heat shrink tube, which protects the joint against moisture. The technical data of the com-
ponents are the same as the data of the medium and heavy wall heat shrink tubes.

Features

• Color: black
• Material: Halogen free polyolefin with adhesive, 

UV-resistant
• Shrink ratio: 3:1 - 4:1
• Shrinking temperature: min. 120 °C
• Storage temperature: -20 °C ... +45 °C
• Operating temperature: -55 °C ... +125 °C

Heat shrink tube sets 

These sets can be used for jointing PVC, PE EPR and XLPE insulated, unshielded, aluminum or copper cables with 3, 4 or 5 core
(e.g. NYY-J, NYY-O, NAYY-J, NAYY-O, NA2XY-J, NA2XY-O, NA2X2Y-J, NA2X2Y-O, SZRMEKM, SZAMEKM types) for indoor or outdoor applications.
They are also useful for jointing underground cables.  The finished joint ensures good resistance against moisture and has an excellent stick-
ing ability to plastic and rubber tubes as well. Satisfaction of various requirements in high-current jointing is ensured by the large selection
offered in our kits prepared with attention to the cross sections of the cables to be jointed.

d1 – Core insulating tube diameter before shrinking
d2 – Core insulating tube diameter after free recovery
D1 – Outer jacket covering tube diameter before shrinking
D2 – Outer jacket covering tube diameter after free recovery

Tracon Cable cross Core insulating tubes Outer jacket covering tube
code section (mm2) d1/d2 (mm) l (mm) Pieces D1/D2 (mm) L (mm) Pieces

ZSRSET3-1,5 3×1,5 8/2 50 3 19/6 200 1
ZSRSET3-2,5 3×2,5 8/2 50 3 19/6 250 1
ZSRSET4-1,5 4×1,5 8/2 50 4 19/6 200 1
ZSRSET4-2,5 4×2,5 8/2 50 4 19/6 250 1
ZSRSET4-4 4×4 8/2 100 4 30/8 250 1
ZSRSET4-6 4×6 8/2 100 4 30/8 330 1
ZSRSET4-10 4×10 12/3 100 4 40/12 500 1
ZSRSET4-16 4×16 12/3 200 4 40/12 500 1
ZSRSET4-25 4×25 19/6 200 4 50/16 500 1
ZSRSET4-35 4×35 19/6 200 4 50/16 1000 1
ZSRSET4-50 4×50 19/6 200 4 63/19 1000 1
ZSRSET4-70 4×70 30/8 250 4 63/19 1000 1
ZSRSET4-95 4×95 30/8 250 4 75/22 1000 1
ZSRSET4-120 4×120 30/8 250 4 95/30 1000 1
ZSRSET4-150 4×150 40/12 250 4 95/30 1000 1
ZSRSET4-185 4×185 40/12 250 4 115/34 1000 1
ZSRSET4-240 4×240 40/12 330 4 115/34 1000 1
ZSRSET5-1,5 5×1,5 8/2 50 5 19/6 200 1
ZSRSET5-2,5 5×2,5 8/2 50 5 19/6 250 1
ZSRSET5-4 5×4 8/2 100 5 30/8 250 1
ZSRSET5-6 5×6 8/2 100 5 30/8 330 1
ZSRSET5-10 5×10 12/3 100 5 40/12 500 1
ZSRSET5-16 5×16 12/3 200 5 40/12 500 1
ZSRSET5-25 5×25 19/6 200 5 50/16 500 1
ZSRSET5-35 5×35 19/6 200 5 50/16 1000 1
ZSRSET5-50 5×50 19/6 200 5 63/19 1000 1
ZSRSET5-70 5×70 30/8 250 5 63/19 1000 1

The copper or aluminum connectors should be selected on the base of the cable cross section, to be jointed, (not part of the set).
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Low voltage joint kits

Cable Core insulating tubes Outer jacket covering tube
Tracon code cross-section d

1
/d

2
l

Pieces
D

1
/D

2
L

Pieces(mm2) (mm) (mm) (mm) (mm)
ZSRSET-1FK 4×6 – 4×25 19/6 150 4 51/16 500 1
ZSRSET-2FK 4×35 – 4×120 30/8 200 4 85/25 1000 1
ZSRSET-3FK 4×150 – 4×240 50/16 300 4 130/36 1000 1
ZSRSET5-1FK 5×6 – 5×25 19/6 150 5 51/16 500 1
ZSRSET5-2FK 5×35 – 5×120 30/8 200 5 85/25 1000 1
ZSRSET5-3FK 5×150 – 5×240 50/16 300 5 130/36 1000 1
The copper or aluminum connectors should be selected on the base of the cable cross section, to be jointed, (not a part of the set).

Low voltage joint kits for 0,6/1 kV unshielded cables

To be used for jointing PVC, PE EPR and XLPE insulated, unshielded, aluminum or copper cables with 4 or 5 cores (e.g. NYY-J, NYY-O, NAYY-J,
NAYY-O, NA2XY-J, NA2XY-O, NA2X2Y-J, NA2X2Y-O, SZRMEKM, SZAMEKM types). The kits marked with–FK code ends are especially recom-
mended for jointing underground cables. The finished joint ensures good resistance against moisture and has an excellent sticking ability to
plastic and rubber tubes as well.

Features

• Color: black
• Material: Halogen-free, UV-resistant 

polyolefin with adhesive
• Shrink ratio: 3:1 - 4:1
• Shrinking temperature: min. 120 °C
• Storage temperature: -20 °C ... +45 °C
• Operating temperature: -55 °C ... +125 °C

EN 60684

R E L E V A N T S TA N D A R D

d1 – Core insulating tube diameter before shrinking
d2 – Core insulating tube diameter after free recovery
D1 – Outer jacket covering tube diameter before shrinking
D2 – Outer jacket covering tube diameter after free recovery

Content of the kit:
instructions for use - 1item;
outer covering, heavy-wall heat shrink tube with adhesive – 1 item;
core insulating medium-wall heat shrink tube with adhesive – 4 or 5 items;

Versions with heavy-wall heat shrink outer covering tube

Versions with medium-wall heat shrink outer covering tube

Cable Core insulating tubes Outer jacket covering tube
Tracon code cross section  d

1
/d

2
l

Pieces
D

1
/D

2
L

Pieces(mm2) (mm) (mm) (mm) (mm)
ZSRSET-1 4×6 – 4×25 12/3 100 4 40/12 500 1
ZSRSET-2A 4×25 – 4×35 19/6 200 4 50/16 1000 1
ZSRSET-2B 4×50 – 4×70 30/8 200 4 63/19 1000 1
ZSRSET-2 4×35 – 4×120 30/8 200 4 75/22 1000 1
ZSRSET-3 4×150 – 4×240 40/12 250 4 140/42 1000 1
ZSRSET5-1 5×6 - 5×25 12/3 100 5 40/12 500 1
ZSRSET5-2A 5×25 – 5×35 19/6 200 5 50/16 1000 1
ZSRSET5-2B 5×50 – 5×70 30/8 200 5 63/19 1000 1
ZSRSET5-2 5×35 – 5×120 30/8 200 5 75/22 1000 1
ZSRSET5-3 5×150 – 5×240 40/12 250 5 140/42 1000 1
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Low voltage joint kits

Core insulating and outer covering heat shrink tubes

Cable Core insulating tubes Outer covering tube
Tracon code cross section  d

1
/d

2
l

Quantities
D

1
/D

2
L

Quantities(mm2) (mm) (mm) (mm) (mm)
ZSRSET-1DA 4×6 – 4×25 19/6 150 4 51/16 500 1
ZSRSET-2DA 4×35 – 4×120 30/8 200 4 85/25 1000 1
ZSRSET-3DA 4×150 – 4×240 50/16 300 4 130/36 1000 1

Shielding elements

d1 – inner diameter of the core insulating heat shrink tube before shrinkage
d2 – inner diameter of the core insulating heat shrink tube after free shrinkage
D1 – inner diameter of the outer covering heat shrink tube before shrinkage
D2 – inner diameter of the outer covering heat shrink tube after free shrinkage

a 4 core, wire shield, low-voltage cable
b cable core
c core insulating heat shrink tube
d wire shield
e outer covering heat shrink tube

Low voltage, heat shrink straight joint sets for wire-shield cables

To be used for jointing PVC, PE EPR and XLPE insulated, wire shielded, aluminum or copper cables with 4 cores, both for indoor or outdoor appli-
cations (e.g. NYCWY, NAYCWY, and AYCWY types). We can use them also for jointing underground cables.  The finished joint ensures good resis-
tance against moisture and has an excellent sticking ability to plastic and rubber tubes as well.

Features

• Color: black
• Material: Halogen-free, UV-resistant 

polyolefin with adhesive
• Shrink ratio: 3:1 - 4:1
• Shrinking temperature: min. 120 °C
• Storage temperature: -20 °C ... +45 °C
• Operating temperature: -55 °C ... +125 °C EN 60684

R E L E V A N T S TA N D A R D

The copper or aluminum connectors should be selected on the base of the cable cross section, to be jointed, (not a part of the set).

Cable 
Shielding Space filling up Other

Tracon code cross section 
Crimping  

Qty.
PVC bedding  Qty. of Emery cloth 

(mm2)
connector tape sizes  rolls sizescross (mm2) (mm)

ZSRSET-1DA 4×6 – 4×25 10 1 0,4×50×5000 1 600 mm×25 mm
ZSRSET-2DA 4×35 – 4×120 25-35 2-2 0,4×50×5000 1 600 mm×25 mm
ZSRSET-3DA 4×150 – 4×240 50 1 0,4×50×5000 1 800 mm×25 mm

The kit contains: 
1 pc list of components
1 pc mounting instruction
1 pc outer covering, heavy wall heat shrink tube with

adhesive
4 pcs core insulating, medium wall, heat shrink tube with
adhesive
1 pc emery cloth
1(2) pc copper, crimping connector for connecting the 

wire shield
1 roll tape for bedding

1

2

5

3

4
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Low voltage joint kits

Core insulating and outer covering heat shrink tubes

Cable Core insulating tubes Outer covering tube
Tracon code cross section d

1
/d

2
l

Quantities
D

1
/D

2
L

Quantities(mm2) (mm) (mm) (mm) (mm)
ZSRSET-1DB 4×6 – 4×25 19/6 150 4 51/16 500 1
ZSRSET-2DB 4×35 – 4×120 30/8 200 4 85/25 1000 1
ZSRSET-3DB 4×150 – 4×240 50/16 300 4 130/36 1100 1

Shielding Space filling up Other
Cable Length of PVC 

Tracon code cross section  Constant  16 mm2 bedding Qty. of Emery  
(mm2) force spring copper tape sizes rolls cloth sizes

shielding (mm)
ZSRSET-1DB 4×6 – 4×25 4 pcs TRF1 0,5 m 0,4×50×5000 1 600 mm×25 mm
ZSRSET-2DB 4×35 – 4×120 4 pcs TRF2 0,7 m 0,4×50×5000 1 600 mm×25 mm
ZSRSET-3DB 4×150 – 4×240 4 pcs TRF5 2×0,8 m 0,4×50×5000 1 800 mm×25 mm

The copper or aluminum connectors should be selected on the base of the cable cross section, to be jointed, (not a part of the set)

Shielding elements

d1 – inner diameter of the core insulating heat shrink tube before shrinkage
d2 – inner diameter of the core insulating heat shrink tube after free shrinkage
D1 – inner diameter of the outer covering heat shrink tube before shrinkage
D2 – inner diameter of the outer covering heat shrink tube after free shrinkage

a 4 core, tape shield, low-voltage cable
b cable core
c core connector
d core insulating heat shrink tube
e tape shield
f constant force spring
g outer covering heat shrink tube

Low voltage, heat shrink straight joint sets for tape-shield cables

To be used for jointing PVC, PE EPR and XLPE insulated, pre-shielded, aluminum or copper cables with 4 cores, both for indoor or outdoor appli-
cations (e.g. SZRMKAM, SZAMKAM type). We can use them also for jointing underground cables. The finished joint ensures good resistance
against moisture and has an excellent sticking ability to plastic and rubber tubes, too.

Features

• Color: black
• Material: Halogen-free, UV-resistant polyolefin with adhesive
• Shrink ratio: 3:1 - 4:1
• Shrinking temperature: min. 120 °C
• Storage temperature: -20 °C ... +45 °C
• Operating temperature: -55 °C ... +125 °C

EN 60684

R E L E V A N T S TA N D A R D

The kit contains: 
1 pc list of components
1 pc mounting instruction
1 pc outer covering, heavy wall heat shrink tube with

adhesive
4 pcs core insulating, medium wall, heat shrink tube with

adhesive
1 pc emery cloth
1 pc tinned copper shielding 
4 pcs constant force spring
1 roll tape for bedding
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