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>30.000

ON-OFF

D × H 
(mm)

LED-DLS-3NW 3 W 1 × 13 W 240 lm 4.000 K 70 mm 90 × 25 
LED-DLS-6NW 6 W 1 × 13 W 480 lm 4.000 K 100 mm 120 × 25 
LED-DLS-9NW 9 W 1 × 26 W 720 lm 4.000 K 125 mm 150 × 25 
LED-DLS-12NW 12W 1 × 26 W 960 lm 4.000 K 155 mm 170 × 25 
LED-DLS-18NW 18 W 2 × 26 W 1.440 lm 4.000 K 205 mm 225 × 25 
LED-DLS-24NW 24 W 3 × 26 W 1.920 lm 4.000 K 205 mm 225 × 25 

LED-DLNS-3NW 3 W 1 × 13 W 240 lm 4.000 K 70 × 70 mm 86 × 25
LED-DLNS-6NW 6 W 1 × 13 W 480 lm 4.000 K 100 × 100 mm 120 × 25 
LED-DLNS-9NW 9 W 1 × 26 W 720 lm 4.000 K 125 × 125 mm 150 × 25 
LED-DLNS-12NW 12 W 1 × 26 W 960 lm 4.000 K 150 × 150 mm 170 × 25
LED-DLNS-18NW 18 W 2 × 26 W 1.440 lm 4.000 K 205 × 205 mm 225 × 25  
LED-DLNS-24NW 24 W 3 × 26 W 1.920 lm 4.000 K 205 × 205 mm 225 × 25 
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Le lampade sono dotate di alimentatore e sorgenti di luce incorporate.

Cerca dai nostri agenti e dai rivenditori specializzati!

www.traconelectric.com 

Panello leD comPatto,  
Da incasso con chiP samsUnG



SMD
LED

50/60 Hz

20 1120°

≥80
Ra

>30.000

ON-OFF

D × H 
(mm)

LED-DLFS-6NW 6 W 1 × 13 W 480 lm 4.000 K 120 × 28
LED-DLFS-12NW 12 W 1 × 26 W 960 lm 4.000 K 170 × 28 
LED-DLFS-18NW 18 W 2 × 26 W 1.440 lm 4.000 K 225 × 28 
LED-DLFS-24NW 24 W 3 × 26 W 1.920 lm 4.000 K 225 × 28 

LED-DLNFS-6NW 6 W 1 × 13 W 480 lm 4.000 K 120 × 28 
LED-DLNFS-12NW 12 W 1 × 26 W 960 lm 4.000 K 170 × 28 
LED-DLNFS-18NW 18 W 2 × 26 W 1.440 lm 4.000 K 225 × 28 
LED-DLNFS-24NW 24 W 3 × 26 W 1.920 lm 4.000 K 225 × 28 
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Panello leD comPatto,  
Da incasso con chiP samsUnG

Le lampade sono dotate di alimentatore e sorgenti di luce incorporate.

Cerca dai nostri agenti e dai rivenditori specializzati!

www.traconelectric.com 


