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D × H 
(mm)

ADAM12W
BASIC

12 W 70×SMD2835 1.200 lm 3000/4000/6500 K 320 × 82,5
–

A+
ADAM16W 16 W 91×SMD2835 1.600 lm 3000/4000/6500 K 320 × 82,5 A+

ADAMS12W 12 W 70×SMD2835 1.200 lm 3000/4000/6500 K 320 × 82,5
–

A+

ADAMS16W 16 W 91×SMD2835 1.600 lm 3000/4000/6500 K 320 × 82,5 A+

ADAME13W
Li-FePo

13 W/2 W 74×SMD2835 1.200 lm/140 lm 3000/4000/6500 K 320 × 82,5
1 h

A+

ADAME17W 17 W/2 W 95×SMD2835 1.600 lm/140 lm 3000/4000/6500 K 320 × 82,5 A+

ADAMSE13W

   
Li-FePo

13 W/2 W 74×SMD2835 1.200 lm/140 lm 3000/4000/6500 K 320 × 82,5
1 h

A+

ADAMSE17W 17 W/2 W 95×SMD2835 1.600 lm/140 lm 3000/4000/6500 K 320 × 82,5 A+

3000 K 4000 K 6500K

3-2.000

luxLi-FePo
10s–12min

6

9

12

3

ADAM..

ADAM..

ADAMSE

2- 4 m

1 - 6 m D H
IP 54

Informaţii suplimentare la distribuitorii noştri!

310045 Arad, Str. Liviu Rebreanu nr. 7. • Telefon: +40 257 273 376, 273117  
www.traconelectric.com • tracon@traconelectric.com • comenzi@traconelectric.com

Corpuri de iluminat LED protejate,
 montaj aparent, din material plasticADAM


